
 

 
Machining Templates for 

Edge & Astragal Sets 
 
Included is a new set of Machining Templates dated 8/15/03 for our Edge & Astragal 
Sets, T-Astragals, Lock and Hinge Edge Protectors and Dutch Door Edge & Astragal 
Sets.  Please destroy all old versions and use these new templates ONLY.    
Keep this set as your originals and make copies as needed. 
 
The new templates combine several different Edge & Astragal Sets onto one 
template.  There are now only five (5) template sets which make up the twelve (12) 
standard Edge & Astragal Sets we manufacture.  Each set has two (2) templates, a 
LH/RHR template and a RH/LHR template.  The following steps can be used to select 
and complete the correct template. 
1. Determine if your pair of doors are Parallel Beveled.  Most Double Egress 

openings use Parallel Beveled doors.  If this is not the case go to ITEM #2. 
If this is true: 

Determine whether the Lock or Strike is on the leaf with the Astragal 
Lip. If the Strike is on the Astragal Leaf select the templates for the 
#209/#225 Set otherwise select the templates for the #209A/#225A Set 
which have the Lock on the Astragal Leaf.    Proceed to ITEM #4. 

 
2. If your opening does NOT require the use of an Astragal Lip select the 

template set for the Styles #208/#223/#224 and proceed to ITEM #4,  otherwise 
go to ITEM #3. 

 
3. If the Astragal Lip should be located on the hinge side of the doors. 

Select the template set for the Styles #211/#217A/#218/#226. 
otherwise 

You require the template set for the Styles #207/#212/#217/#219. 
Proceed to ITEM #4. 

 
4. At this point you now have only two (2) templates to choose from, either the 

LH/RHR template or the RH/LHR template.  To determine the correct handing 
study the overhead door swing views on each template and circle the correct 
door movement.  You have now selected the correct template. 

 
5. If you are familiar with our Style numbers, check the box at the top of the form 

for the set you require.  We included a chart on Page 4 showing the various 
Styles, refer to this Chart to help you select the correct Style number.  If you 
are still not sure which is the correct Style number each template has Check 
Boxes next to each leaf for indicating if that leaf is square rather than 
Beveled.  From this information we can determine the correct Style number. 
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6. Each template now has two (2) Strikes and two (2) Locks for your 

convenience. The top Strike and Lock should ONLY be used if you have two 
Strikes and Locks.   Check the boxes for the correct Lock and Strike 
Punchouts or check the template box and provide a detail sheet with your 
Order.  Complete the dimensions for the Strike and Lock in the boxes 
provided.  Remember these dimensions are from the top of the door down to 
the Center Line of the Punchout.  Please double check the offset between 
the Strike and Lock.  That is the most common error we find on templates. 

 
7. If you require Flushbolts select the correct Flushbolt from the Table or check 

the Other Box and provide a detail sheet with your Order.  Complete the 
boxes for the Top and Bottom flushbolts as needed.  If your flushbolt has a 
12", 24", etc. rod we need the dimension from the bottom or top of the 
channel to the Center Line of the punchout.  For any other flushbolt we need 
the dimension from the bottom or top of the channel to the end of the 
punchout. 
EXAMPLE: An Automatic Flushbolt that has a 1" x  9" plate will usually 

have a dimension from the top or bottom of the channel to the 
end of the punchout of 9".  That is the dimension we require.  
Sometimes this dimension will vary dependent on the 
placement of the flushbolt in the door or if it is a retrofit 
application.  A Manual Flushbolt that has a 1" x 6-3/4" plate and 
a 12" rod will usually have a dimension of 12" from the top or 
bottom of the channel to the Center Line of the punchout.  In 
this case we are looking for the 12" dimension.   

Record the dimension in each box that applies.  Next, put an arrow point at 
the Center Line or at the end of the punchout to indicate that your dimension 
is from the top or bottom of the channel to that point. 

 
8. Make sure you complete the OVERALL LENGTH box.   
 
9. OTHER SELECTIONS: 

FINISH: Beige Powder Paint is our standard finish.  We also offer a Gray and Dark 
Bronze Powder Paint as standard finishes.  You can also request a Special 
Color.  Special Colors are either powder paint or air dried lacquer dependent 
on color.  You must provide a Color Chip with your Order when requesting a 
Special Color.  If you check the veneer box you must indicate the species and 
slice in the space provided.  Please be advised that we are limited to the 
species and slice our supplier can provide.  If you select NO PAINT you must 
select Galvanized or Stainless Steel material.  We will not be responsible for 
Cold Roll Steel Channels with No Paint. 

DOOR SIZE: At the top of the Dimension area you can mark the Door Size.  If NOT marked 
we assume the Door to be 1-3/4".  Be sure you know your actual door 
thickness.  Many doors are sold as 1-3/4" Doors but will actually 
measure 1-13/16" or more.  Our channels are designed to fit very 
tightly so they do not rattle as the years pass.  Our channels will not 
fit a door that measures over 1-3/4".  If you suspect your doors may 
be heavy have the channels manufactured for 1-13/16" or more.  The 
cost is nominal when compared to replacing them in the field. 
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SPECIAL MATERIAL: We have provided an area to specify if the channel set is to be made of 

Special Material.  If you require special material mark the correct 
material selection and include the Gage of the edge material required. 
 20 Gage is standard for channels, however 18 Gage and 16 Gage 
material is available.  Astragals are 16 Gage unless you request a 
special gage.    

LEAD LINED ASTRAGALS: Where applicable we have included a section for Lead Lined 
Astragals.  If you are ordering a Lead Lined Astragal check the 
box, give us the desired lip width.  If not specified the lip 
width will be 1-3/4".  Also you can choose between 1/16" or 
1/8" lead.  If not specified 1/16" lead is standard. 

 NOTCHED ASTRAGAL LIPS: On sets where the lock is located on the channel with the Astragal Lip 
we have included a Check Box for you to indicate you want the 
Astragal Lip notched so the Strike Lip on the opposite door can pass 
through without interference.  This is an option, standard practice is 
to cut the strike lip off.  The size and placement of the notch is 
determined by the size and CL of the Strike Lip.  If you are ordering a 
complete set we know the size and placement from the Strike detail.  
In this case if you want the Astragal lip notched you only need to 
check the box provided.  If you are only ordering the Astragal leaf 
ONLY then we need to know the size of the Strike Lip  
( 3-3/8", 1-1/2", etc.) and the CL of the Strike.  In this case check the 
box for NOTCHED LIP and provide the Strike Lip Length in the space 
provided and put the CL dimension for the Strike in the Strike CL Box. 

OTHER TEMPLATES: We have included templates for Ordering T-Astragals, Lock and Hinge Edge 
Protectors in either full “U” channels or in 
“L” channels.  We also included some special templates for Spring 
Bolts and Panic Hardware Devices.  Included also are templates for 
Edge and Astragal Sets for Dutch Doors. 

 
10. Complete the information section of the form and submit it with your 

purchase order and any other detail sheets.  Please do not send us a 
Purchase Order for machined Edge and Astragals without a completed 
Machining Template.  We cannot process your Order until we receive the 
completed template. 

 
We hope this information will be helpful.  If you have any questions or require 
assistance in completing these forms please call and ask for Customer Service. 
 
Thank You for your business. 
 

Please NOTE: 
 

A Lead Lined 
Astragal flange 

cannot be notched. 







2-1/4"

1-1/8"

Cylindrical Lock
1-1/8" X 2-1/4"

8"

1-1/4"

Mortise Lock
1-1/4" X 8"

4-7/8"

3-3/8"

1-1/4"

ASA Strike
4-7/8" X 1-1/4"
w/ 3-3/8" Lip

T-Strike
2-3/4" X 1-1/8"

w/ 1-1/2" Lip

1-1/2"
2-3/4"

1-1/8"

ALL METAL STAMPING, INC.
411 W. SPRUCE ST.

ABBOTSFORD, WI. 54405

Standard Locks

Standard Strikes
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1/4 Radius

8-1/8"

1-1/8"

7"

1"

Remaining material left
for shipping strength.
(May be removed)

12", 24", 36", etc.

6-3/4"

1"

Top of Door

Top of Door Top of Door

Top of Door

Top of Door

AUTOMATIC FLUSHBOLTS
1" X 8-1/8" w/ 1/4 Radius

Actual Punchout
1" X 7"  w/ 1/4 Radius

AUTOMATIC FLUSHBOLTS
1" X 8-1/2" w/ 1/4 Radius

Actual Punchout

AUTOMATIC FLUSHBOLTS
1" X 9" w/ 1/4 Radius

Actual Punchout
1" X 7"  w/ 1/4 Radius

Remaining material left
for shipping strength.
(May be removed)

Remaining material left
for shipping strength.

(May be removed)

Remaining material left
for shipping strength.
(May be removed)

MANUAL FLUSHBOLTS
1" X 6-3/4" w/  Sq. Corners

Actual Punchout
1" X  5-3/4"  w/ Sq. Corners

1" X 7"  w/ 1/4 Radius

MANUAL FLUSHBOLTS

1" X 6-3/4" w/ Sq. Corners

Actual Punchout
1" X 6-3/4"  w/ Sq. Corners

w/ 12", 24", 36", etc.  ROD

8-1/2"

7"

1-1/2"
1" 2"

1"

7"
8-1/2"

1/4 Radius
1/4 Radius

6-3/4"

5-3/4"

1"

1"

ALL METAL STAMPING, INC.
411 W. SPRUCE ST.

ABBOTSFORD, WI.  54405
STANDARD FLUSHBOLTS
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Machining Templates for Style #222 
Dutch Door Edge & Astragal Sets 

 
 

There are four (4) Machining Templates for Dutch Door Edge & Astragal Sets, two 
(2) for LH/RHR doors and two (2) for RH/LHR doors.  The difference in the two (2) 
LH/RHR and the two (2) RH/LHR is determined by whether the Strike or Lock is on 
the Astragal Edge.  When completing the templates all measurements should be 
taken from the lock edge side of the door. 
 
The following steps should be used to select the correct template from the four. 

1. Determine whether the door is LH/RHR or RH/LHR.  This will eliminate two 
(2) of the templates. 

 
2. Determine whether the Strike or Lock will be on the Astragal Edge.  This will 

eliminate one of the templates leaving the correct template by elimination. 
 

3. Determine whether the Astragal Edge will be installed on the top or bottom 
leaf of the Dutch Door.  Both views are shown on the template. 

 
4. Check the box for the correct Lock and Strike Punchouts or check the 

template box and provide a detail sheet. 
 

5. Complete all dimensions from the Lock Edge of the door to the center line of 
the lock and strike punchouts desired.  Do not forget to include the Overall 
Length and the number of sets required. 

 
6. Complete the information section of the form and submit it with your Order. 

 
 
If you require assistance in completing these electronic forms please call and ask 
for Customer Service at your convenience. 
 
Thank You for your business. 
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